
Order No. or name

mm GH General height [mm]

FOH

Width of opening (W) CEL Height of ceiling [mm]

mm

Height of opening (H)

mm mm mm

Standard situation Non-standard situation Non-standard situation

Lamella stucco Lamella smooth Central rib woodgrain (GH = H) (GH > H) (GH < H)
671; 9002/9010 695; Nut/9016 660; 9016/9010
684; 9005/9010 688; Golden oak/9016 661; 7016/9010
672; 9010/9010 Flat stucco 662; 9005/9010
673; 9006/9010 699; 9010/9010
694; 9007/9010 Central rib smooth
754; 1021/9010 Flat smooth 663; 9016/9010
675; 3000/9010 680; DB 703/9010 665; Golden oak/9010
676; 5010/9010 667; 9016/9010 666; Dark oak/9010

677; 6009/9010 668; 7016/9010
679; 8014/9010 Lamella woodgrain

678; 7016/9010 664; 9016/9010 RAL 9010 Shade (code)
Painting of lintel profile

V-profile smooth Flat woodgrain
687; 9006/9010 669; 9016/9010 Covers for track
682; 7016/9010 Vertical track Horizontal cover

"J" covers "L" cover
Painting of panels "L" covers

RAL NCS Shade (code)
Shade (code) Painting of tracks' covers

External painting
Internal painting Termal break sealing

Shade (code) Yes
Painting of bottom and top profile

1 2 3 4 5

Section
Hanging profiles Type of window

Manual X "L" profiles
Motor
Motor supplied by customer Full Visions sections

Slide bolts, cylinder locks 1 2 3 4 5
Type of motor Section

Black 600/800/1000 Type of glazing
RUN 500 Left Middle Right
Black1200

Handles (grips) Painting of Full Visions' frame
Remote controls RAL NCS

3-channels Quantity Shade (code)
Left Middle Right External painting

Internal painting
Key contacts and keyboards Air grates

856; Code keyboard DigiCode Insulated sections
860; Wall remote control DuoControl 1 2 3 4 5
855; Key contact surface mounting Left Right Section
858; Key contact concealed mounting Type of insulated section

RAL Shade (code)
Accessories for motor NCS

External receiver Painting of fillings
Light barrier Your notes RAL NCS

Shade (code)
Traffic light External painting

Red light Quantity Internal painting
Green light
Red + green light Expanded mesh sections
Control unit for traffic lights A800 1 2 3 4 5

Section
Type of expanded mesh

RAL Shade (code)
NCS
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Quantity per 1 

section
Control

Windows

Lintel profile

2500 2500 2600 2625

2625 2625 2725 2750

2250

2250 2250 2350 2375

2375 2375 2475 2500

2125 2125 2225

Side room

Left

Side room

Right

2000 2000 2100 2125

2080 2080 2180 2205

1875 1875 1975 2000

1955 1955 2055 2080

GH
FOH Manual Motor Height to bottom edge of lintel 

profile [mm]GH + 0 GH + 100 GH + 125

All views are interior views!
Height of lintel

Min. CEL

EN

GARAGE DOOR EXT
Order FormQuantity Delivery week


